SPLIT

Light Elegant Design

Light-elegant and three-dimensional expression composed of curved
surface gives comfort and wellbeing.

Flexible installation

Drain hose and piping can be set in the casing and drawn out flexibly in
the right, left, side and down directions.

Easy installation
The indoor unit can be easily installed under the ceiling due to the new designed mounting.

2. Hold up the ceiling and fit the
ceiling to the mounting brackets

1. Set mounting brackets

3. Attach with screws

Easy maintenance

The front panel can be opened without
removing for safe & speedy maintainance.

Drain pan can be taken off for cleaning.
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Components in the control box can be

easily accessed from the widely open side.

Model : ABYG18KRTA / ABYG22KRTA / ABYG24KRTA / ABYG30KRTA / ABYG36KRTA / ABYGA5KRTA
ABYG36KRTA [3 phase] / ABYG45KRTA [3 phase] / ABYG54KRTA [3phase]
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ABYG18/22KRTA ABYG24/30KRTA ABYG36/45/54KRTA
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For ABYG18/22KRTA For ABYG24KRTA For ABYG30/36KRTA

Specifications

ABYGIBKRTA | ABYG22KRTA | ABYG24KRTA | ABYGIOKRTA | ABYG3GKRTA | ABYGASKRTA
Outdoor unit AOYGIBKGTB | AOYG22KETB | AOYG24KETB | AOYGOKBTB | AOYGIGKBTS | AOYGASKETB

Model

ABYG36KRTA
AOYG36KRTA
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For ABYG45/54KRTA

\OYG4SKRTA | AOYGS4KRTA

Power Source Single phase, 230V, 50Hz 3 phase, ~400V, 50Hz
Capacity Cooling W 52(0959) | 6009-67) | 68(09-80) | 85(28100) | 95(28-11.2) | 121(40-135)  §5(28-11.2) | 121(4.0-135) | 134(4.5-14.5)
Heating 6000.975) | 7009-80) | 750991 |100[27-112) | 108(27-127) | 135(6.2-16.2)  108{2.7-127) | 135(4.2-16.2) | 15.5(4.7-16.5)
Input Power Cooling/Heating kw 1.551.62 187/1.95 21411.97 265277 296288 | 4221384 296/2.88 4221384 4450643
EER Cooling ww 335 ERi| 318 2 3 287 2 287 301
cop Heating 370 359 381 361 375 352 375 352 350
Pdesign Cooling/Heating(-10°C) kw 5.204.4 6.0/4.8 6.8/6.0 8.5/8.0 95/8.7 - 9.5/8.7 - -
SEER Cooling ww 62 6.1 6.2 61 637 - 637
SCoP Heating (Average) Al 40 41 40 421 - 421
Energy Efficiency Cooling Art Art At At At R At
(lass Heating (Average) At At At At At - At - -
Max. Operating Current Cooling/Heating A 121121 126126 1361136 2261226 261226 285/285 10.510.5 140140 1400140
Annual Energy Cooling KWhia 293 344 384 486 524 - 524 - -
Consumption Heating 1,501 1677 2042 27% 2904 - 2904 - -
Moisture Removal Ith 20 25 22 30 26 45 26 45 50
Indoor (Cooling) HIM/L/Q 38/36/33/31 | 42373431 | K136132/29 | 4504013532 | 44/A0/37132 | ASIA1I39134 44IK03TI32 | 4541139134 | 4BIA4I41I38
Sound Pressure Level Indoor (Heating) HIM/L/Q 38/36/33/31 | 42373431 | K136132/29 | 4514013532 | 44/40/37132 | 4SIA1/39134 44IKOBTI32 | 45IK138134 | 4BIALIL1I38
Outdoor(Cooling/Heating) | High dB(A) 5050 5151 53/54 53155 55155 51157 55155 57157 57159
Sound Power Level Indoor(Cooling/Heating) | High 53153 5151 56/56 60160 59159 60/60 59/59 60160 63163
Outdoor(Cooling/Heating) | High 62162 63163 65/66 68163 70170 nin 7070 nn PELE)
Aifflow Rate Indoor / Outdoor (Cooling) | High mh 840/2,160 900/2,240 | 1,2302,700 | 1,400/3750 | 185013750 | 1.900/4,450 1.850/3,750 | 1,900/4,450 | 2,100/4,450
Indoor / Outdoor (Heating) | High 84011830 9001960 | 1,23012700 | 14003750 | 1.800/3750 | 1,850/4,450 1.800/3,750 | 1,850/4,450 | 2,100/450
Net Di i Indoor mm 235¢1,080<705 | 235<1,080<705 | 235x1,390<705 | 235x1,390<705| 235¢1,700+705 | 235¢1,700<705 ~ 235+1,700<705 | 235+1,700+705 | 235¢1,700+705
HxWxD Outdoor mm 632:799:290 | 632799290 | 716+820<315 | 788<40+320 | 788x940+320 | 998x940+320  788x340+320 | 998x940+320 | 998x940320
Weight Indoor kg(lbs) 24(53) 24(53) 31168) 31(68) 38(84) 38(84) 38(84) 38(84) 38 (84)
Outdoor kg(lbs) 36(79) 38(84) 42(93) 52(115) 52(115) 67(148) 937 67(148) 67(148)
Connection Pipe Diameter (Liquid / Gas) . 635127 635127 635127 9521588 | 9.52/1588 | 9.52/15.88 9.52/15.88 9.52/15.88 9.52/15.88
Drain hose Diameter (1.0./0.D.) 2532 25132 2532 25132 2513 2513 25132 2532 2532
Max Pipe Length (Pre-Charge) " 30020) 30020) 30020] 50030] 50 30] 50 30] 50030) 50030] 50030)
Max Height Difference 20 25 25 30 30 30 30 30 30
Operation Range Cooling DB 15to 46 15t 46 -15to46 -15to 46 15t 46 15t 46 15to 46 15to 46 15to 46
Heating 15to 24 15t 2 -15t0 24 -15to 24 15t0 24 15t0 24 15to 24 15t0 24 15t0 24
Type (Global Warming Potential) R32(675) R32675) | R32675) | R326TS) | R32(675) | R32(675) R32(675) R32(675) R32(675)
Charge ‘ kq(CO2eq-T) | 102(0.689) | 1.25(0.844) | 125(0844) | 1.90(1.283) | 190(1.283) | 270(1.823) 190(1.283) | 27001823 | 270(1.823)
Optional parts
Compact Remote Controller: UTY-RCRYZ1T External ConnectKit: UTY-XWZXZG Network Convertor for single split (DC power supply type): UTY-VTGX
Wired Remote Controller (Touch Panel): UTY-RNRYZ3 Wireless LAN Interface: UTY-TFSXZ1 Network Convertor for single split (AC power supply type): UTY-VTGXV
Wired Remote Controller : UTY-RLRY MODBUS® Convertor: ~ UTY-VMSX
Simple Remote Controller (Without operation mode): UTY-RHRY KNX® Convertor UTY-VKSX (Outdoor unit 30/36/45/54)
Simple Remote Controller: UTY-RSRY Drain Pump Unit: UTR-DPB24T External Connect Kit: UTY-XWZXZ3
External Switch Controller : UTY-TERX IR Receiver Unit : UTY-LBTYH
External input and output PCB: UTY-XCSX L-Type Piping Kit: UTP-FX24A (18/22/24)
External input and output PCB Box : UTZ-GXEA UTP-FX35A (30/36/45/54)
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